
800-737-0307 • 636-225-8800 
gsacoustics.com

CONTROLLING SOUND BEAUTIFULLY

CORE
Facing: 1/8”, high density fiberglass
Backing: 6 - 7 pcf fiberglass  
1 1/8" and 2 1/8" thick

SIZES
Up to 4’ x 8’

MOUNTING
Lay-in grid, continuous hanger bar 
and pucks

EDGES
Square, beveled

FINISH
White finish

FLAMMABILITY
All components have a Class “A” 
rating per ASTM E84

• Durable acoustical core

• White finish

• Edges wrapped

• Custom sizes and shapes available

• Inexpensive

• Sheared edges are available

SOUND ABSORPTION - Direct Mount
Hz 125 250 500 1000 2000 4000 NRC

CPC1 .19 .44 .93 1.09 1.08 1.08 .90

CPC2 .64 .86 1.12 1.13 1.12 1.12 1.05

CLASSIC PLUS CEILING 
PANELS (CPC)

PRODUCT FEATURES

SOUND ABSORPTION - Lay-In Ceiling
Hz 125 250 500 1000 2000 4000 NRC

CPC1 .72 .79 .81 1.01 1.03 1.10 .90

Other products available with a Classic 
white and black textured finish:

• Classic Wall Panels
• Serenade Classic Clouds


