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CONTROLLING SOUND BEAUTIFULLY

CORE
6 - 7 pcf fiberglass 
GD: 1” or GDR: 1 7/8” thick
1/8” high density fiberglass face layer
GDP: 1 1/8” or GDRP: 2” thick
Mineral fiberboard
GDM: 1/2” thick

SIZES
Up to 4’ x 4’

MOUNTING
Impaling clips, adhesive

EDGES
Micro-Beveled 

FINISH
Fabric finish

FLAMMABILITY
All components have a Class “A” rating 
per ASTM E84

SOUND ABSORPTION
Hz 125 250 500 1000 2000 4000 NRC

.10 .25 .84 1.08 1.13 1.11 .85

.27 .61 .98 .98 .93 .94 .90

GEODESIGN (GD) 
GEODESIGN RIDGE (GDR)
WALL PANELS

Note: NRC test results based on our standard acoustically transparent 
fabric. Results may vary with other fabrics.

GeoDesign - Shapes

GeoDesign Ridge - 3-D Shapes

GD-Hex GD-Trap GD-Rhom GD-Poly GD-Cube GD-Runway

GDR-Hex GDR-Trap GDR-Rhom GDR-Poly GDR-Cube GDR-Runway

• Geometric shapes create design and depth

• Good sound absorption

• Standard and custom shapes

• GeoDesign (GD), flat panels

• GeoDesign Ridge (GDR), 3-D panels

• Fabric Finish

PRODUCT FEATURES

GD/GDR 1

GDP/GDRP 
1.125


