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CONTROLLING SOUND BEAUTIFULLY

CableLock 
Suspended

CORE
1/2” Recycled Polyester

SIZES
Custom sizes and shapes up to 9’ x 2’

MOUNTING
CableLock with Cable 

FINISH
16 standard colors 

EDGES
Square

CLEANING
Bleach Cleanable (10:1) 
Water-based/Solvent (WS)
Mold & Fungal Resistant (ASTM C1338)

SUSTAINABILITY
Declare, HPD, Indoor Advantage™ Gold

FLAMMABILITY
All components have a Class “A” rating 
per ASTM E84

COLORS

aCapella Verse-Bar Baffles use 2” high strips of matching or contrasting 1/2” 
thick aCapella, applied to either side of the top edge of each baffle, to add 
extra rigidity. Verse-Bar Baffles are designed to isolate noise and absorb 
sound in open ceiling environments. When installed, Verse-Bar Baffles should 
be spaced at least 3” apart and hung individually in open ceiling areas. 
Verse-Bar Baffles come in three designs: Range, Wave and Flat baffle shapes. 
Custom baffle shapes are also available. Verse-Bar Baffles are available in 
16 colors.

MOUNTING SYSTEMS

aCapella  Verse-Bar (AVBB) 
  Baffles

STANDARD SHAPES

Range

Wave

Flat
Custom shapes are available.

SOUND ABSORPTION - IN SABINS

Hz 125 250 500 1000 2000 4000 N.R.C.

AVBB-.5 1.17 1.62 3.21 4.36 6.05 6.96 .95

Note: NRC based on J-mount with 12” x 48” Baffles.
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