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CONTROLLING SOUND BEAUTIFULLY

CORE
Recycled Polyester

SIZES
Up 8’ x 10” x 3” thick

MOUNTING
CableLock Plate with Cable

FINISH
16 standard colors 

EDGES
Square

CLEANING
Bleach Cleanable (10:1) 
Water-based/Solvent (WS)
Mold & Fungal Resistant (ASTM C1338) 

SUSTAINABILITY
Declare, HPD, Indoor Advantage™ Gold

FLAMMABILITY
All components have a Class “A” rating 
per ASTM E84

COLORS

aCapella BoxBar Baffles are box shaped recycled polyester baffles 
available up to 8’ long. They are individually installed and variously spaced 
across ceilings with cables and hidden hardware for installation. Replicating 
the appearance of exposed beams, aCapella BoxBar Baffles are designed to 
absorb sound and create design elements. The baffles are available in 16 bold 
and bright colors or with custom printing to create wood beams.

MOUNTING SYSTEMS

aCapella  BoxBar (BBB) 
  Baffles

SOUND ABSORPTION - IN SABINS

Hz 125 250 500 1000 2000 4000 N.R.C.

BBB .88 2.90 6.09 8.91 10.10 10.41 1.75

Note: NRC based on J-mount with 48” x 12” x 3” Baffles.

Suspended 
CableLock Plate CableLock 

Plate

BoxBar Baffle


